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NOMENCLATURE

a Amplification ratio

C Chord length

Cd Drag coefficient

CL Lift coefficient

C Pressure coefficient
P
C Blowing Jet momentum coefficient

L Air Boundary Layer Channel length (304.5 Inches)

L/D Lift to drag ratio

M Mach number

Re Reynolds number

s Surface arc length

T Turbulence intensity

U Velocity

W Non-dimensional frequency

X Distance

a Hartree parameter

v Kinematic viscosity

Subscripts:

c Evaluated for chord length

crit Evaluated at the critical value

K Evaluated at the roughness element

tran Evaluated at transition

Freestream conditions

- ~vi .v.V



1.0 INTRODUCTION

In recent years, Increased attention has been given to the stabilization

of laminar flow on wings and bodies because of the resultant benefits of drag

reduction and improvements in energy efficiency. The benefits associated with

laminar flow stabilization have been widely acknowledged as the most promising

concept for achievement of high energy efficiency. This concept has been of

particular Interest for advanced subsonic military/commercial aircraft missions

requiring long-range or high endurance with heavy loads. Two fundamental con-

cepts currently being considered for new-technology laminar flow wing design

are: (1) a passive concept utilizing pressure gradient shaping, and (2) an

active concept consisting of distributed and discrete suction. The primary

design objectives of an advanced laminar airfoil design are to maintain large

regions of laminar flow at high chord Reynolds numbers (hioh transition Reynolds

numbers) and to diffuse the flow to the trailing edge pressure without separation.

To maintain laminar flow passively at high chord Reynolds numbers of 25-40 x 106

large favorable forward pressure gradients are required, which in turn increase
the trailing edge pressure recovery and flow separation problems. In view of this
design constraint, conventional applications of passive stabilization of laminar

flow have been limited to transition Reynolds numbers less than 15 x 106 and

maximum transition locations less than 60 percent chord. To utilize the

passive concept at higher Reynolds numbers, trailing edge pressure recovery

requirements necessitate some form of trailing edge boundary layer control (BLC).

In the absence of an efficient discrete method to rapidly diffuse the trailing

edge flow; existing approaches to laminar flow control at high Re have emphasized

designs compatible with distributed and discrete suction wing technology design.
1,2

An inherent problem in this approach is the highly complex skin/ducting suction

system that Is required. The present approach which combines the full potential

of passive laminar flow contouring with unique active diffusion control methods

for rapid efficient trailing edge pressure recovery is an appealing alternative.

The basic device utilized for active diffusion control is the Antiseparation

Tailored Contour (ATC).

This report covers the work performed under two successive contract phases

preparing the technology for follow-on tunnel/flight validation of the ATC/laminar

airfoil design concept. The objectives of these efforts were:



Phase t - Contract No, N62269-,,77-C-0442

Design of a low drag high Reynolds number airfoil utilizing passive

laminar flow and coupled diffusion control techniques to obtain

improved lift-to-drag ratios for advanced subsonic aircraft application.

Perform full scale Reynolds number laminar/transitlon flow experiments

to validate the passfve laminar flow stabilization concept Including a

limited assessment of real flow disturbance effects.

Phase II - Contract No. N62269-79-C-0277

Define wind tunnel real flow environment Interaction with full scale

Reynolds number passive laminar flow stabilization and Identify the

ATC/laminar airfoil validation envelopes. The contract scope included:

limited test facility/configuration evaluation (candidate tunnel-NASA-Ames

12 foot pressure tunnel), tunnel scaling influences (freestream turbulence,

unit Reynolds number, surface perturbation, model/freestream temperature),

preliminary model design, definition of validation objectives/plans, and

crossflow stability assessment.

This report discusses the ATC/laminar airfoil concept design and perfor-

mance, presents full scale Reynolds number laminar/transition flow simulation

experimental results for the design point configuration, examines validation

environment influences on the design/off design performance, identifies valida-

tion potential for candidate tunnels, defines preliminary model design/fabrica-

tion tolerances, and addresses crossflow degradation.

2



2.0 ATC/LAMINAR AIRFOIL

2.1 CONCEPT

The ATC/laminar airfoil concept is an Integration of passive laminar flow

stabilization with active diffusion boundary layer control to provide a high

Reynolds number low drag airfoil design. The low drag benefits associated

with a stable laminar boundary layer are illustrated in Figure 2-1, identifying .

flat plate drag reductions. For example, laminar flow over 80 percent of the

chord length, defined by X/Ctran = 0.8, provides a 60 percent reduction in

drag at Re = 107, with reference to a fully turbulent flat plate. Because
c

the drag reduction Is not linear with transition location, the percent of

performance improvements for a delta improvement in X/Ctran is larger with

increasing X/C values. Hote also for a fixed transition location the
t ran

dran improvement increases slightly with increasing Rec, The ATC/laminar

airfoil concept maximizes the low drag benefits at high Reynolds numbers by

tailorinq the pressure gradient to obtain large regions of stable laminar

boundary layer growth. Maximization of the airfoil design/off-design performance

is permitted by the relaxed trailino edge pressure recovery constraints obtained

hy the integration of an active diffusion boundary layer control concept, which

couples a wall jet with surface/pressure-gradient shaping, Finure 2-2. The

active diffusion control concept is based on the hypothesis that by properly

energizing the mainstream boundary layer existing at the wall jet, significant

diffusion over a short distance is possible.3 This permits flexibility in the

design for large regions of stable laminar flow. A key characteristic of the

ATC device is the low auxiliary blowing rate (or engine bleed) required for full

BLC. This permits the use of relatively low pressure fan air for bleed without

having prohibitive mass flow requirements. Validation of the active diffusion

control concept, denoted as an Anti-separation Tailored Contour (ATC), has been

obtained experimentally for several subsonic STOL and supercritical cruise/
4-6

maneuvering wing designs, demonstrating efficient boundary layer energization.

2.2 DESIGN

A hinh chord Reynolds number ATC/laminar airfoil geometry was defined using

the passive laminar flow stabilizatton concept coupled with active diffusion

trailina edge boundary layer control. The airfoil design objective was directed

at maximizing the I/D performance of a high Peynolds number airfoil for a cruise

3
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C and M. typical of a subsonic patrol/mui-purpose Naval airzraft.

A large chord Reynolds number, Rec = 4 x 10
7 , passive laminar flow ATC airfoil

was designed at a high subcritical Mach number (1 - 0.6) and C, U 0.73,

Figure 2-3. The design point C (0.73) pressure distribution is Illustrated

in Figure 2-4. The airfoil pressure gradient tailoring was performed with both
7,8

direct and indirect airfoil design codes.' Three major pressure gradient design

areas are illustrated in the design point C (0.73) pressure distribution and are

related to specific contours In the airfoil geometry. These three design areas

define the passive laminar flow stabilization region, transition stabilization zone,

and trailing edge diffusion.

Two design areas essential to passive stabilization of laminar flow are

leading edge radius and fevorable pressure gradient. It was determined that

by varying the size of the leading edge radius, the neutral stability point

could be moved forward or aft affecting the upper and lower surface flow stability.

The smaller radii stabilized the flow by moving the neutral stability point aft.

Reference 27 also confirms that the smaller leading edge radius moves the neutral sta-

bility location aft by reducing the growth of the Tollmien-Schlichting instabilities.

The selected radius for the ATC/laminar airfoil design produces a far aft neutral

stability point location on both upper and lower surfacesX/C = 0.14 and 0.04,

respectively, Figure 2-4. To prevent rapid growth of the Tollmien Schlichting

instabilities aft of the neutral stability point, a strong favorable pressure

gradient was required for the passive stabilization of the laminar flow at the

design Rec (4 x 107). The growth of these instabilities were predicted with the

Transition Analysis Program System (TAPS) and definition of transition onsetwas

identified by the e9 transition correlation.9' 10 For the design Rec, the

predicted upper and lower surface transition locations are at X/C - 0.8 and 0.44,

respectively. The stability analysis corresponding to the upper surface transition

prediction is illustrated in Figure 2-5. The maximum spatial amplification ratio,

in(a), at the wall jet location X/C = 0.775 (S/C - 0.8) is 4.5, well below the

transition onset criteria of 9, predicting a very stable high Reynolds number

passive laminar flow desio. 0 Aft of the wall jet location the amplification

ratio grows rapidly predicting transition within the transition stabilization

zone, Figure 2-4. Because the flow was so stable a stability analysis was also
performed for a larger Rec (6 x 07) to determine the extent of maximum Re capa-

c c
bility for the ATC/laminar airfoil design point configuration. For this larger

* Re (6 x 107), Figure 2-6, the maximum spatial amplification ratio at wall jet4 c
location increased from 4.5 to 8. However, this is still below the transition

onset criteria of 9. Hence, passive laminar flow stabilization at Rec slightly

areater than 6 x 10 Is predicted for the selected configuration. These

6
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I
specific calculations illustrate the potentials for extremely high Reynolds

number passive laminar flow airfoil designs.

Following the upper and lower surface favorable pressure gradients are the

transition stabilization zones, Figure 2-4. These zones are a near zero pressure

gradient design, preventing laminar/turbulent boundary layer separation and

insuring a stable turbulent boundary layer development. The minimal lengths of

these zones were defined by a delta momentum Reynolds number growth of 500.

Located within the upper surface zone is the wall jet, at X/C = 0.775, utilizing

the short region of constant pressure aft of the jet to provide efficient jet

mixing prior to the rapid diffusion to the trailing edge. Details of the active

diffusion concept are discussed In Reference 3. The larger lower surface transition

stabilization zone is designed for off-design conditions and is followed by a

Stratford diffusion type design to achieve lower surface trailing edge pressure
11,12

recovery.

2.3 PERFORMANCE

An analysis of the ATC/laminar airfoil performance was made for two Re c's
(4 x 107 and 6 x 107) at M. = 0.6 covering the design/off-deslgn C Z range establishing

passive lamimar flow technology potentials. The airfoil performance was established

from transition information derived from the TAPS program and used as input into a

compressible laminar/turbulent boundary layer program to identify the section drag

characteristics. 9 ' 13 '14 For conditions when upper surface trailing edge diffusion

was not achieved due to separation, the BLC (C ) requirements to achieve the

diffusion were predicted with a compressible active diffusion prediction method.

At the design point (C (0.73) and Rec (4 x 107)) the predicted Cd 0.00303

required no BLC (C = 0) to achieve trailing edge diffusion, thus generating

an extremely high L/D 240. In addition to this high energy efficient design

potential, the passive laminar flow stability analysis, Figure 2-5, illustrates

a large safety margin against transition onset forward of S/C = 0.8. This large

margin, defined by the difference between the predicted maximum amplification

envelope and the transition onset criteria of In(a) = 9, could maintain potentially

some protection against flow disturbances. Fxamination of this potential with

reference to freestream turbulence Is discussed in section 4.3.

For the off design Ct's, analysis of the passive laminar flow stability

identified airfoil pressure distribution Influence on transition location and

the resulting performance. The movement of the transition location, Illustrated

11



In Figure 2-7, is shown for two RecIs (4 x )07 and 6 x th 7) covering a C. range

from 0.73 to 1.3. As expected, with Increasing C6 0 the transition location

moves forward on the upper surface from X/C - 0.8 toward the leading edge.

The lower surface transition location, however, moves aft decreasing the lower

surface section drag. As the upper surface transition location moves forward,

the length of the turbulent boundary layer growth becomes much larger, increasing

the boundary layer momentum deficit at the onset of the trailing edge diffusion,

causing the flow to separate on the diffusion ramp. For these specific off-design

cases, BLC is required to maximize performance.

Using the transition location Information defined In Figure 2-7, drag polars

with and without BLC were predicted for both Rec = 4 x 107 and 6 x 107, and are

shown in Figure 2-8. The no BLC case (C = 0) is represented by the dashed line.

For this case, the drag bucket extends up to a C. M 0. 85, generating an extremely

high L/D - 280. These curves, represented by C = 0, identify cruise type CL

operation for maximum L/D performance. For CZ > 0.85, an abrupt stall Is predicted

resulting from trailing edge stall/separation. By controlling the upper surface

trailing edge boundary layer, off-design high maneuvering Ct potentials can be shown.

The solid curves correspond to the full BLC case and represent the C equivalent to

full energizatfon of the local boundary layer at the Jet location. Note however that

the full BLC predictions have not been optimized for minimum (Cd + C), and therefore

include some overblowing penalty. At the lower design C, 0.73, full BLC C is

0.001; at C > 1.1 full BLC C approaches a near constant value of 0.01 until stall

occurs forward of the blowing Jet. For stall to occur, an adverse gradient would

have to occur forward of the wall Jet location, thus C > 1,5 could be realized

at M. - 0.6; The ATC/laminar airfoil design concept potentially provides the

"best of two worlds": (1) lamlnar flow at cruise Ck (0.73) with an extremely high

L/D - 240 for a Rec 
= 4 x 107, and (2) high maneuvering C Is at low drag levels

associated with C roof-top loading and BLC.
p

12
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3.0 PASSIVE LAMINAR FLOW STABILIZATION EXPERIMENTS

The major validation problem of any laminar flow design is the strong influence

of real flow freestream turbulence degradation on laminar boundary layer stability.

The major consideration in any tunnel validation of a laminar flow design concept

is the inherent high levels of turbulence intensity. The lowest turbulence

intensities in some of the best designed low turbulence tunnels have documented

levels 2 or 3 times larger than that in the flight environment, Figure 3-1I.5-7

The level of tunnel turbulence intensity tends to increase with both unit Reynolds

number and Mach number. In addition to this known test environment characteristic,

the problem is compounded by the lack of an analytical method which one could apply

to a design to identify the real flow environment effects. Hence experimental

examination of the ATC/laminar airfoil concept in a real flow environment was

essential because of the limitations of the theory. Also, the assumption that e9,

established for low to moderate Reynolds numbers, applies to extremely high tran- V
sition Reynolds numbers, needs some Justification. 10 The questions to be answered

experimentally are; can the theory predict high transition Reynolds number laminar

flow using e9 as a transition correlation for an ideal flow environment, what is

the magnitude of real flow turbulence intensity influence on maximum transition

Reynolds number, and what are the critical fabrication tolerances for the ATC/laminar

airfoil? To identify these unknowns, full scale Reynolds number experiments, simulating

the ATC/laminar airfoil dqsign point C (0.73), were performed In the Vought Air Boundary

Layer Channel (ABLC) facility, Figure 3-2. These experiments were aimed at the

examination of the high Reynolds number passive laminar flow concept by simulating

the first 80 percent of the airfoil upper surface design point CZ (0.73) velocity

distribution, Figure 2.4.

3.1 TEST FACILITY

The Air Boundary Layer Channel (ABLC) is a low turbulence/acoustic facility,

Figure 3-2, uniquely designed for passive laminar flow stabilization/transition

boundary layer research. Two previous experiments, a near flat plate and pressure

gradient simulation, performed in the ABLC have demonstrated and validated passive

laminar flow stabilization potentials at low to moderate Reynolds numbers. 18,19 Test

results from the near flat plate simulation, a constant diameter section, demonstrated

Retrar as high as 5.1 x 10 6 . For the pressure gradient simulation, a Mangler trans-

formed simulation of an axisymmetric laminar flow body, a maximum Re tran = 27 x 10

15
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was achieved. For the ATC/laminar airfoil simulation, the ABLC was designed for66

an exit Retran - 40 x 10 with an operating test Retran range from 25 x 106 to

50 x 10. The axisymmetric ABLC facility achieves two-dimensional (2-D) flow

simulation with a contoured/machined inside diameter distribution. The test section

matches a specific 2-D velocity flow field, boundary layer development, and local

Reynolds number distribution when pre-established design criteria are adhered to.

The ABLC design criteria established by previous ABLC designs were utilized

in the design of the ATC/laminar airfoil ABLC simulation. To insure proper simulation,

design considerations for both boundary layer development/growth and initial/starting

conditions are required. To insure that the laminar boundary layer development is 2-D,

a minimum radius size was established from previous ABLC experiments. This minimum

value was defined in terms of the boundary layer displacement thickness to radius ratio,

identifying a design criterion (6"/r)max 4 0.08. An example verifying the ABLC

2-D boundary layer development Is Illustrated In Figure 3-3, for the pressure gradient

body simulation. The 2-D boundary layer predictions, 6 and 6, obtained with a

Cebeci and A. M. 0. Smith program agree very well with the axisymmetric tube flow

prediction obtained from a Karman-Pohlhausen program.9 ,20 This close agreement

illustrates the ABLC capability of properly simulating a 2-D boundary layer develop-

ment. For the ATC/laminar airfoil ABLC simulation, a very conservative radius design

value ("r)ma x 0.035 to 0.048 was used to insure 2-D simulation. In addition to

insuring 2-D laminar boundary layer development/growth, the physical geometry limits

of the ABLC require design consideration of Initial/starting boundary layer conditions.

To initialize the starting boundary layer in the ABLC, a suction slot was substituted

for the airfoil 2-D stagnation point. Due to concern for the influence of initial

boundary layer perturbations on the laminar boundary layer stability, an evaluation

was made with the TAPS program, Figure 3-4. The analysis was performed for the previous

ABLC pressure gradient simulation and indicated no adverse effect on the maximum spiral
19

amplification envelope due to the suction slot substitution 
for the stagnation point.

The simulation of the 2-D boundary layer development/growth and flow stability can be

insured in the ABLC facility when proper design considerations are adhered to.

The ABLC is a quiet facility utilizing the benefits of the sonic throat at the

channel exit to eliminate pump noise and an acoustic plenum at the Inlet to eliminate

inlet disturbances, Figure 3-2. The test section freestream turbulence level is reduced

by the 14-20 screens located in the entrance of the ABLC followed by the 20:1 contraction

section. The suction slot substitution for the stagnation point is located at the

18
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test section at a U/U,, = 0.85. To duplicate the airfoil velocity ratio distribution

*in the ABLC facility, the inside diameter distribution was contoured as shown In

Figure 3-5. This contour was defined with the aid of an in-house computer program

which uses the Input velocity distribution to Identify the corresponding radius

requirements, accounting for viscous corrections. The test section was manufactured

from twelve transparent plexiglas sections approximately 25 Inches In length. The

overall length of the ABLC test section is 304.5 inches (773.43 cm). The Inside

diameter varies in size from 3.66 Inches (9.31 cm) at the suction slot, to 2.8 inches

(7.11 cm) at the exit, Figure 3-5. The errors in surface mis-match at the Joints

were held to ±0.0002 inches with a surface waviness of less than ±0.0001 inches/inch.

Located at the exit of the ABLC Is a hot wire probe, Figure 3-6, used to measure

the freestream and transition onset Information.

3.2 SIMULATION EXPERIMENTS

Three major ATC/laminar airfoil simulation experiments were performed in the

ABLC facility: (1) full scale Reynolds number validation; (2) freestream turbulence

intensity influence; and (3) discrete roughness and gap/slot transition tests,

The Initial test was to validate the design point passive laminar flow stabiliza-

tion Re tran = 4 x 107 and identify maximum Retran capability at minimal ABLC free-

stream turbulence intensity. The design point Retran = 4 x 10 was achieved, Figure

3-7, and at the lowest turbulence intensity level of 0.02 - 0.03%, referenced to exit
6velocity conditions, a transition Reynolds number of 48 x 10 was realized. Valida-

tion of larger values was, however, limited by the maximum flow capability of the

ABLC pump. The laminar flow, prior to Re tran 48 x 106, was very stable and repeatable

as demonstrated by Its Insensitivity to local vibrations produced by tapping on the

test section and vibration transmitted through the structure from the pump located

outside of the building. The maximum amplification ratio value, at S/C = 0.8, cor-

responding to the maximum ABLC validation Retran was identified with the TAPS program.

This prediction was performed for a maximum Retran = 49 x 10 6, slightly larger than

the ABLC validation value of 48 x 10 6, Figure 3-8. The maximum amplification value

at the ABLC exit (S/C - 0.8) is 7.2,sllghtly below the transition onset criteria of 9.

This safety margin was representative of the high Reynolds number flow repeatability

and insensitivity to local vibrations. Hence, justification for using e9 to define

transition onset now has a much stronger basis at the higher Reynolds numbers. If

the pump limits had not been reached, potential validation of Retran > 55 x 106

could have been obtained In the ABLC facility.

21
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The objective of the second test was to determine the Influence of turbulence

Intensity, typical of tunnel turbulence levels 0.04% to 0.2%, on transition

Reynolds number degradation. To Identify the Influence of turbulence Intensity

experimentally on maximum Retranp the number of screens and the size of the wire

grids were changed in the entrance of the ABLC. The turbulence intensity measure-

ments were obtained with a hot wire located at the exit of the ABLC. The results

of this experiment are shown In Figure 3-9, where the turbulence Intensity Is

referenced to the local exit velocity. The experimental data Identifies a strong

Influence of real flow turbulence Intensity on maximum Retran* As turbulence

intensity Increases, the maximum Retran decreases rapidly. Examination of the

turbulence intensity influence on the airfoil design point performance Is discussed

in Section 4.3, with off-design considerationst subject to tunnel environment,

presented in Section 5.3.

Discrete roughness and gap/slot tests were performed to Identify critical

surface tolerances and critical static pressure orifice size. The discrete roughness

test consisted of a 0.25 Inch (0.635 cm) diameter cylinder which was varied in height

to determine critical values. The gap/slot width test was achieved by displacing

two sections of the ABLC and Inserting a spacer creating a sealed gap around the

circumference of the test section. The results for the discrete roughness height

test performed at a ABLC location X/L - 0.176 is illustrated In Figure 3-10. For an

exit Retran = 4 x 10, the critical height was 0.0075 inches (0.01905 cm) with a

critical roughness Reynolds number ReK - UK K/v - 141. The discrete roughness test

identified a critical ReK value range from 100 to 200. These values are at least

four times larger than the critical value for hydraulic smoothness, ReK = 25.21

The hydraulic smoothness value defines the lower limit for which any roughness will

generate transition. The results for the critical gap/slot width test is Illustrated

in Figure 3-11. At a Re - 4 x 1o7 the critical width, at a X/L - 0.183, wast ran
0.152 inches (0.386 cm) with a critlcal Re K - 44,000. The critical Re K values for

the gap/slot width ranged from 20,000 to 45,000. This experimental data identified

critical slot width values at a factor of 20 larger than the critical height values at

the same test conditions, Retran - 4 x 107 and X/L z 0.18. This information was

used to identify the wind tunnel model fabrication tolerances for a 4-foot (121.92 cm)

chord model, discussed in Section 6.1.
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4.0 ENVIRONMENT INFLUENCE ON PASSIVE LAMINAR FLOW STABILIZATION

In addition to the passive laminar flow stabilization experiments an

analysis was performed to define additional environment Influence on the passive / I

laminar flow stabilization concept. This analysts Included identifying unit Reynolds

number, model/freestream temperature, freestream turbulence,and crossflow Influence A.

on the laminar boundary layer stability.

4.1 UNIT REYNOLDS NUMBER INFLUENCE

The two major concerrs related to unit Reynolds number (Re") is its effect

on; (1) transition location, and (2) critical roughness Kcrit. At present no

analytical method exists for correctly identifying the Re" Influence on transition,

however, its influence on K Is established and can be related to local boundary
crit

layer parameters. An attempt was made to identify an appropriate method for

evaluating the Re Influence on transition location.

The current approach identifies Re influence on transition in terms of

Re tran*2 2 This approach has had some conflicting results with pressure gradient

data and cannot be related to a criteria for predicting transition location. It

is proposed that the appropriate method for evaluating Re influence on transition
a a

location be correlated with a transition onset criteria e . Utilizing an e

relationship, predictions could be performed for a variety of applications. The

experimental data presented in A.M.O. Smith's report, 2 3 was used to develop an

e correlation with Re . The results of the analysis are Illustrated in Figure 4-1.

The data includes the test results for two airfoils, tested in the NASA-Langley

Low Turbulence Pressure Tunnel, and an axisymmetric body, tested in the NASA-Ames

12 foot Pressure tunnel. The ln(a)tran. correlation with experimental transition

data Identifies an ea Independent of Re The data for the NACA-0012 airfoil did

indicate some variation at the lower Re values, which can be attributed to the

decreased turbulence intensity at the lower Re" values, Figure 3-1. In general

the transition onset criteria ea is not Influenced by Re*. For the evaluation of

the ATC/laminar airfoil performance, the assessment of Re Influence was eliminated

because of the ea insensitivity. The major Re* consideration, however, Is directed

at surface tolerance requirements which is discussed In Section 6.1.

4.2 MODEL/FREESTREAM TEMPERATURE

in a real flow validation environment (tunnel/flight), the ATC/lamlnar 
airfoil

surfaces will most likely be nonadiabatic. Because of the potential temperature

gradient that may exist between the model and the validation environment, an analysis

30
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was performed with the TAPS program to identify model/freestream temperature

differences on the laminar flow stability.9 Three wall temperature conditions

were evaluated for the airfoil upper surface at the design point C. = 0.73,

M = 0.6 and Rec = 4 x 107, Figure 2-4. A wall temperature delta of ±40*R on

the freestream temperature (518CR) was used in the analysis, Figure 4-2. As was

expected, the prediction showed that the cold wall was very effective In reducing

laminar flow instabilities. For the heated wall condition the instabilities

increased, however, the increment was not as large as the cold wall case. The

heated wall case did not indicate any severe growth in the spatial amplification

envelope. The heated wall case maximum amplification ratio, at S/C = 0.8 increased

from 4.5, adiabatic wall, to 5, still well below the transition onset criteria of 9.

The cold wall was very effective in reducing the maximum spatial amplification ratio

from 4.5, adiabatic wall, to 1.5. Because of these two effects the ATC/laminar

airfoil design concept could provide additional design benefits. These benefits

could include; (1) Using heat for de-icing/frost without influencing the laminar

boundary layer stability, and (2) using the fuel stored in the wing as a medium

for cooling the surfaces providing additional flow stabilization benefits.

4.3 FREESTREAM TURBULENCE

The ABLC experiments demonstrated that the passive laminar flow stabilization

was sensitive to freestream turbulence. The experiments identified a strong

dependence of maximum Ret on the level of turbulence intensity, Figure 3-9.

In the process of evaluating the influence of turbulence intensity on Re a

method for predicting the turbulence intensity influence was developed.

Recall that the ABLC turbulence intensity data, shown in Figure 3-9, was

obtained at the ABLC exit and was referenced to local velocity conditions. To

relate the tran degradations to freestream velocity conditions a transformation

of the experimental data is required. This transformation was performed with a
24

method developed by M. Tucker. The method utilizes tube flow convergence theory

to identify the change in the turbulence vorticity in an accelerated tube flow,

representative of the ABLC facility. The transformed data is Illustrated in

Figure 4-3. The experimental data defines a zone for which transition location

is stable at X/C = 0.775. If the turbulence intensity increases beyond the

critical value, transition location will move forward of X/C = 0.775. The

relative high values of critical turbulence intensities, example; Retran = 4 x 0

T = 0.32%, required to transition the flow Is attributed to the large stable safety

margin, represented by the difference between the predicted maximum amplification
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I.

ratio, at S/C - 0.8, and transition onset criteria discussed in Section 2.3.

As a result of these high critical levels, the ATC/laminar airfoil design point

C (0.73) at Rec (4 x i07) is relatively insensitive to flight test environment

(T = 0.02% - 0.03%) and to some tunnels with turbulence levels less than T - 0.2%.

Plotted with the experimental data, illustrated In Figure 4-3, Is a theoretical

curve which agrees very well with the experimental data, This theoretical prediction

was derived from the author's extrapolation of Mack's theoretical prediction of

turbulence intensity influence on laminar flow stability for constant Hartree 6

velocity distributions. 2 5 Modifications were made to Mack's analytical results

by correlating the analytical predictions more closely to an e9 transition onset

criteria, Figure 4-4. The curves in Figure 4-4 define the degradation of maximum

Retran with increasing turbulence intensity values for constant Hartree velocity

distributions. For example, a flat plate laminar boundary layer (0 = 0) defines
6 6a maximum Retran decrease from 3.25 x 10 , at flight conditions, to 2 x 10 , at

turbulence intensity levels representative of the Ames 12-foot pressure tunnel at

M = 0.26. If an airfoil a distribution is known, the maximum Re can be
tran

identified for different turbulence levels from the curves in Figure 4-4. An example

utilizing Figure 4-4 to define transition degradation with Increasing turbulence

intensities is illustrated In Figure 4-5. The example is the ATC/laminar airfoil

upper surface design point C (0.73) distribution with a local Re at S/C = 0.8 equal

to 50 x 106, slightly higher than the ABLC maximum validation Retran = 48 x 1O6.

Note as the turbulence levels increase the transition location, defined by the

Intersection of critical values with ie airfoil 8 distribution, moves forward on

the airfoil surface. To maintain laminar flow at X/C - 0.8, representing
6Re = 50 x 10 , the turbulence Intensity must be less than 0.08%. The method

t ran
seems to agree very well with the ABLC data and as a result future analysis and

experimental examination of the method Is anticipated. A discussion of the method

as applied to the ATC/laminar airfoil off-design M., C and Rec is presented in

Section 5.3. The method proved very useful In Identifying candidate tunnel

validation envelopes,

4.4 CROSSFLOW

In addition to the evaluation of test environment influences on the ATC/laminar

airfoil concept, an analytical examination of three-dimensional crossflow boundary

layer effects on passive laminar flow stabilization was made. In general the

35 I,
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crossflow effects are generated by sweeping the wing with reference to the

freestream flow direction. The primary reason for sweeping a wing Is to increase

the wing drag divergence Mach number and reduce the wave drag. The ATC/lamlnar

airfoil was not designed for transonic Mach numbers and as a result would not

offer noticeable wave drag improvements by sweeping the wing. However, because

of the interest In the crossflow influences on the passive laminar flow stabiliza-

tion performance, a swept ATC/lamlnar wing analysis was made at a cruise M. = 0.6.

The analysis applied the 2-D pressure distributions directly to an infinite swept

wing, assuming that a 3-D section geometry could be identified to produce the 2-D
pressure distribution. The crossflow stability calculations were performed with

26

the NASA stability code, SALLY. The analysis was performed for the upper surface

of the ATC/iaminar airfoil at sweep angles from 0' to 200 or until forward movement

of transition location, from X/Ctran = 0.775 was identified. The influence of

pressure gradient and Reynolds number on crossflow instabilities was identified

for the design point C (0.73) and off design Ck (0.85) distributions in Figure 2-7.

At the design point conditions (M = 0.6, C , = 0.73 and Rec = 4 x 107) the

arowth of the crossflow instabilities were identified at various sweep angles (y),

Figure 4-6. From y = 00 to y = 50 the maximum spatial amplification ratio did not

change appreciably. With further increases in sweep, the crossflow Instability

increases rapidly predicting transition onset at S/C = 0.35 for y = 10. By

decreasing the operating Reynolds number from 4 x 107 to 2 x 107 the growth of

the crossflow instabilities Is reduced, stabilizing the laminar flow to S/C = 0.75

forv = I0, Figure 4-7. A summary of the effects of crossflow instabilities on the

design point C (0.73) are Illustrated In Figure 4-7.

To reduce the 2-D Tolimien-Schlichting instabilities, as discussed in Section 2.0,

strong pressure gradients are required. However, to reduce crossflow Instabilities a

decrease In pressure gradient is required, producing a conflict in passive laminar

flow stabilization design objectives. To identify the influence of pressure gradient

on crossflow Instabilities, an analysis was made for a reduced pressure gradient

condition at C. = 0.85, Figure 4-8. For a swept wing of - = 10, the reduced

pressure gradient strongly Influenced the growth of crossflow instabilities by

moving the transition onset fro S/C - 0.35 to 0.52. Therefore for a swept

transonic wing configuration, crossflow would be one of the major considerations

in the design. It should be noted also that the above results are all for sweeping

of a constant section geometry. Spanwise tailoring of section geometries for maximum

chordwise laminarizatlon opens new possibilities for optimization.
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5.0 WIND TUNNEL VALIDATION ASSESSMENT

An assessment was made of potential test facilities and their compatibility

with the ATC/laminar airfoil design and off-design validation requirements. The

primary requirement is that the tunnel test environment is suitable for laminar flow

testing, quiet with a very low turbulence intensity level. The additional tunnel

requirements Include test compatibility at the airfoil design and off-design Mach

numbers and Reynolds numbers and an auxiliary high pressure air source for the

wall jet. A Vought in-house survey of university, industry and government owned

test facilities identified a limited number of candidate facilities. Of them,

the Ames 12 foot Pressure Tunnel appeared to be the best suited for the validation

of the ATC/laminar airfoil concept. 15 The alternate facility was the Langley

Low Turbulence Pressure Tunnel. The following sections discuss the candidate

tunnel operating ranges and test environment, examine the ATC/laminar airfoil

off-design performance subject to candidate tunnel operation limits, identify

tunnel environment influences on performance,and define the tunnel validation

envelopes.

5.1 TEST FACILITY EVALUATION

A detailed examination of the candidate Ames 12 foot Pressure Tunnel test

environment and operating envelope was performed to identify the ATC/laminar

airfoil validation compatibility. The examination identified; (1) freestream

turbulence intensity levels, (2) limitation to the design point high Reynolds

number passive laminar flow validation with alternate off-design validation

considerations, and (3) model support/trunnion limits.

The candidate Ames tunnel and the alternate Langley tunnel offer the

best suited facility environments for the high Reynolds number passive laminar flow

validation. The test environment of the candidate Ames tunnel was recently

evaluated by NASA-Langley's personnel to determine its suitability for laminar

flow wing testing. 15 These tests Included measurements of turbulence, acoustlc,and

vibration intensities along with their corresponding spectrum. The results of the

tunnel turbulence intensity measurements are shown in Figure 3-1, including the

values from the Langley tunnel and flight data. 16, 17  In general the tunnel turbu-

lence intensities are at a much higher level than the flight environment. Note

also that the level of turbulence Intensity Increases as the tunnel Rec, M increase.
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Examination of the tunnel turbulence Intensity Influence on the airfoil performance

is discussed In Section 5.3.

The operating envelopes of the candidate Ames tunnel presents limits on the

validation of the ATC/laminar airfoil design concept. The major limitation of

the tunnel Is the limited unit Reynolds number capability, Figure 5-1. At the

airfoil design point M (0.6) the maximum Rec Is limited to 107, for a 4 ft (1.2 m)

chord model, well below the desired validation Rec = 4 x 107. To validate the high

Reynolds number passive laminar flow concept, M. tradeoffs were considered. An off-

design validation MO = 0.3 was selected because of the tunnel High Reynolds number

capability, Rec = 3.5 x 10 . Examination of the ATC/laminar airfoil performance at

the off-design M. and Rec are discussed in Section 5.2.

The Ames tunnel model support/trunnion load limits were obtained from NASA-Ames

personnel. The lift load limits are -4,000 lbs (-1,800 kg) and +20,000 lbs (+9,000 kg).

The drag load limit is 10,000 lbs (4,500 kg). The pitching moment limits are

±12,000 ft-lbs (±4,860 m-kg). These load limits are utilized in Section 5.4 to

identify the maximum CX limits.

5.2 AIRFOIL OFF-DESIGN EVALUATION

The major full scale validation constraint imposed by the tunnel facility is

the maximum Reynolds number limitation, previously discussed in Section 5.1. To

determine the full scale Reynolds number validation potential of the passive laminar

flow concept, off-design predictions were made at M. = 0.3 for two different

Re (2 x 107 and 3 x 107) within the tunnel test envelope. At the off-designc

M (0.3) an example pressure distribution for C, = 0.5 is shown in Figure 5-2.

The general shape of the off-design M. (0.3) and CZ (0.5) pressure distribution

is representative of the design point CZ (0.73) and M (0.6) pressure distribution,

Figure 2-4. The reduced pressure gradient , at M, = 0.3, over the forward section

of the airfoil, Figure 5-2, is related to the decrease In compressibility effect.

This decrease in pressure gradient Influences the passive laminar flow stability

and reduces the level of C and Rec at which the full potential of passive laminar

flow stabilization can be verified. For the off-design C, = 0.5, validation of the

Peynolds number passive laminar flow concept can be obtained for Rec = 3 x 10

ieylecting anv flow environment degradations. At this C, M 0.5, controlled trailing

edge diffusion was predicted, without requiring auxiliary C predicting a Cd - 0.00338

with a L/D I50. lhe stability analysis of off-design C, (0.5) at Rec. 3 x bO7 Is
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FIGURE 5-2 ATC LAMINAR AIRFOIL PRESSURE DISTRIBUTION, C,= 0.5
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shown in Figures 5-3 and 5-4, identifying upper and lower surface transition

locations at S/C = 0.75 and 0.34, respectively. The performance of the ATC/laminar

airfoil design at the off-design M. (0.3) was identified using the same approach

discussed in sections 2.2 and 2.3. The esultant off-design drag

at M. - 0.3 for Rec = 2 x 10
7 and 3 x 10 (Figure 5-5), Identify the passive laminar

flow off-design performance subject to tunnel validation constraints. At the lower

Re (2 x 10) a large drag bucket Is identified and as expected with increasing

Re (3 x 107) the size of the drag bucket is reduced. The C requirement predicted
c

for M = 0.3 identified an optimum level, related to a wing with partial laminar

flow, and a maximum blowing requirement defined by a fully turbulent wing, Figure

5-6. The maximum C prediction is related to anticipated forced transition

experiments.

An analysis was also performed for the design point M.(0.6) constrained to

the tunnel maximum Rec = 10 x 10
6 capability. The drag polar prediction at this

low Rec Identified a very large drag bucket with a maximum drag bucket C, 1.2
c 6

with a L/D = 200, Figure 5-7. The low Rec (O x 10 ) reduced the favorable pressure

gradient requirement for maintaining stable laminar flow and permitted the low drag

levels to be obtained at the larger C 's. The shift in the minimum drag level from

the reference design point Re = 4 x 107 case is a Reynolds number effect and not a
c

movement In transition location.

5.3 TUNNEL ENVIRONMENT INFLUENCE ON PERFORMANCE

Analysis of the environment influence on the design point passive laminar flow

stahilizatlon, discussed in Section 4.0, Identified several parameters which had

some or no Influence on the laminar flow stability. Of these parameters the free-

stream turbulence intensity posed the greatest potential for degrading the 2-D

laminar low stability. In veiw of the moderate turbulence intensity levels of the

candidate Ames 12 foot pressure tunnel (Figure 3-1), potential validation limits

are posed. To Identify these performance degradations, associated with the tunnel

turbulence levels, calculations were made with the turbulence Intensity influence

method discussed In Section 4.3. This analysis was performed for the off-design

cases discussed in Section 5.2.

At the off-design tunnel M. - 0.3 the predicted airfoil performance, defined

in Figure 5-5, was reevaluated for the tunnel turbulence Intensity level associated

with Re = 2 x 107 and 3 x 1O7 . Two examples Illustrating the calculations ofc

tunnel turbulence intensity Influence on C, - 0.5 are shown in Figure 5-8 and 5-9

for Re - 2 x 107 and 3 x 107 , respectively. The transition location is identifiedc

by the intersection of the airfoil 0 distribution with the critical turbulence

49



00

FF- u)

zA

c- -i mw:

0 0

-j X CY <
:D < -J

LL. X: c0'
wT

X 0 F-
<% -jS

o-

Ln o:

< CL w

LAn

090

50



o *-

I- LI

N; La.

W z)

0i 0 X0
U. *~o0

00

+I 0 Lii

I-i

0-

Ir

C..

y
ot AC

51.



0 c

0 0 000L

00

L)i
00

oj x
0 C40

0

00

0z

00~

0

0 -

LA-I- 
i

0

0 0

000

Liu -iv

0z
00ca 00 c

uj 0
w cc

C0 < 00

C; C

M LA52



0"IR I 0RN .- I I

00

000 0o C1
M0 C> 4

00

z

0

u-I

L-

I-

I.-J

LU

0
A 0 to-

fw 0 Olt

0 0 L

cc ~00

e'~ u~ ca

00 H50



intensity values. For a Rec  2 x 107, the tunnel turbulence Intensity, T - 0.08%
(Figure 3-1), did not effect the predicted transition location at X/C = 0.8. At

Rec = 3 x l0
7, the tunnel turbulence Intensity, T - 0.08%, transitioned the flowC!

at X/C = 0.52. This Information and additional calculations were input into the

boundary layer analysis to identify the drag polars with the tunnel turbulence

intensity effects, Figure 5-10. The turbulence intensity strongly influenced

the performance of the ATC/laminar airfoil. The tunnel turbulence level at

Rec = 3 x )0
7 completely eliminated the drag bucket and greatly reduced the size

of the drag bucket at Re = 2 x 107. To obtain a validation of the passive
c 

7)laminar flow concept at high Rec (3 x 10), the validation would have to be limited

to upper surface validation only at Ck < 0.4. At Ck greater than 0.4, the transition

location would be forward of X/C 0 0.8.

The analysis was also performed for the design point M, (0.6) at the limited

Rec = 10 x I0
6. The results of the analysis indicated that the predicted performance,

illustrated in Figure 5-7, was unchanged. Although the tunnel turbulence Intensity,

T = 0.12%, was higher the reduced Rec made the laminar flow extremely stable and

the effect of the turbulence intensity did not influence the performance.

5.4 TUNNEL VALIDATION POTENTIAL

The purpose of a wind tunnel validation test will be to demonstrate and document

the ATC laminar airfoil design concept. Because of the limitations of the test

facilities, NASA-Ames 12 foot pressure tunnel and alternate tunnel NASA-Langley

LTPT, full scale validation of the design point C. = 0.73 at Rec a 4 x 1O
7 and

M - 0.6 cannot be obtained. However, potential validation of the concept at

lower Mach numbers (M. - 0.3) is possible at significant Re c, Figure 5-11. Shown

in Figures 5-11 and 5-12 are the operation limits of the Ames tunnel and model

trunlon support load limits. These limits define the maximum Rec capability of

the Ames tunnel at M and C Plotted In Figure 5-11 Is the Re - M. validation
C

envelope defining potentials and marginal validation regions. For M = 0.3 maxl-
mum passive laminar flow validation is possible for Rec = 2-2.5 x 10 and at higher

Reynolds number passive laminar flow validation is possible for the airfoil upper

surface only at the tunnel limits (Rec - 3.5 x 107) for C < 0.4. For M - 0.6 the

validation of the ATC laminar airfoil concept Is not limited In C , however the

maximum tunnel Re c Is limited to I x I07

For comparison, S-3 and P-3 operation regions were plotted against tunnel

full scale validation envelopes, Figures 5-11 and 5-12. The S-3 cruise/on station

operation, at M. - 0.6 - 0.64. Is very near the full scale Rec capability of the
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tunnel. For the P-3, the cruise point is outside of the tunnel validation capa-

bilities however, the patrol requirements are within the tunnel operating envelope.

Hence, the potential exists for direct application of full scale tunnel validation

tests of the ATC laminar wing concept, to an aircraft configuration. Although the

tunnel validation performance is degraded and limited, portions of the validation

envelopes predicted for the ATC laminar wing address S-3 and P-3 application require-

ments over the range of M.. Flight test validation of an ATC/laminar wing/wing glove

configuration Is a foreseeable extension to the tunnel validation and examination

of the design/off design performance,

5.5 TEST PRIORITIES

From the tunnel validation assessment, priorities were defined for a proposed

wind tunnel test. The test priorities are:

PRIORITY I: Validate the ATC high Reynolds number laminar flow design concept

(M = 0.3, 0.6) within tunnel Re limits.
c

o Validate the airfoil predicted performance C£, Cd, C and C distributions.

o Validate passive laminar flow design integrations with active trailing

edge boundary layer control.

o Validate laminar stability theoretical predictions for high Reynolds

number laminar flow.

o Define transition location on upper and lower surface

(Monitor RMS signals from individual pressure transducers.)

o Determine change In tunnel turbulence intensity level with model present.

(Turbulence intensity measurements taken in the tunnel by Harvey
of NASA Langley, will be used as the data base.)

o Define model vibration RMS level/spectrum.

o Define CY and Cd degradations for forced transition at design/off design C,.

PRIORITY I1: Demonstrate off design performance (M. - 0.4, MDD)

o Define cruise drag divergence Mach number MDD.

o Examine Intermediate Mach number performance.

PRIORITY III: Examine laminar boundary layer stability for alternate trailing

edge camber. (M. - 0.3, 0.6, MDD)

o Define transition performance at cruise conditions with a different

pressure gradient associated with the change in trailing edge camber.
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o Define Increases In cruise MOD performance with decreased trailing edge

camber.,

A proposed test plan to achieve the above validation is shown in Table I. Each

run Is identified by an angle of attack scan. Priority I test plan consists of

47 runs with Priority II and III containing a total of 24 runs. Priority I tests

will be concerned with detailed laminar boundary la)er transition effects on

performance, while Priority II and III tests are concerned with general performance

characteristics.
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6.0 MODEL DESIGN/INSTRUMENTATION

6.1 MODEL DESIGN

A preliminary two-dimensional (2-D) ATC/laminar airfoil model design was

defined directed toward follow-on entry in the Ames 12 foot pressure tunnel,

A sketch of the proposed model installation is shown in Figure 6-1. The proposed

2-D model is mounted horizontally In the tunnel spanning the width of the test

section, 11 feet 3 inches (3.429 m), with a 4 foot (1.2 m) chord. The model is

mounted on the center line of the tunnel with a center of rotation near mid chord.

A traversing wake rake, required for the drag data acquisition, is to be located

approximately 1.5 chord lengths aft of the model trailing edge.

A sketch of the 2-D ATC/laminar airfoil model assembly and segmented views

are shown in Figures 6-2 and 6-3. The general features of the model design

Include; blowing plenum/jet with an adjustable lip for controlling C , trailing

edge section with flap capability for off-design testing, and storage areas

for instrumentation and high pressure air lines. The model blowing plenums are

divided into 3 sections, providing model/end plate turbulent boundary layer control

independent of an instrumented center span blowing section. The outboard plenums

have a span of approximately 3 feet (0.914 m) with a center span plenum having a

length of 5 feet (1.52 m). Two separate high pressure auxiliary air lines are

piped to the two different types of plenums. To route the high pressure air from

the source, at the tunnel outer pressure chamber, to the model would require"

additional equipment. A sketch identifying the auxiliary equipment Is shown in

Figure 6-4. The high pressure air is piped through each end of the model support

into the model as Illustrated in Figures 6-4 and 6-5.

The model fabrication tolerances were identified from the correlation obtained

In the ABLC experiments for the prevention of transition onset. To insure that

the model surface maintains laminar flow, the hydraulic smoothness criteria,

ReK = 25, was used to identify the K for the surface perturbations. Note
K crit

however this ReK (25) value Is a conservative value in terms of the ABLC test

results for the discrete roughness, Re K = 100-200. The model Kcrit values for the

tunnel maximum operating conditions at M = 0.3 and 0.6 are identified in Figure 6-6.

The maximum allowable surface Kcrlt value Is established by the high Rec (3 x 107 )

low M. (0.3) test case. To identify the model critical static pressure orifice size,

needed for pressure measurements, a K factor of 20 identified by the ABLC
crit

roughness and gap/slot test results was used. The factor of 20 was applied to the
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conservative discrete roughness values defined by the Re K - 25. For a static

pressure orifice diameter range of 0.015 to 0.02 inches (0.0381 - 0.05 cm) a

safety margin of 2-3 is predicted for the most critical test case.

6.2 TEST SUPPORT INSTRUMENTATION

The instrumentation required for the proposed tunnel validation test is

illustrated in Figure 6-7. Some of the specific equipment and requirements of

the instrumentation and test support facility are listed below:

1. Lift/Drag Performance - Priority I Testing

A. Wake rake

o Need the capability of flow alignment with model wake flow field

while a test is in progress.

o Approximate size; 30 static pressures and 150 total pressure probes.

B. Scanning-type pressure valves for the wing and wake rake.

o Wing - CP
(1) Static pressures - (75 taps)
(2) Total pressures (inside high pressure air plenum) - (4 probes)

o Wake Rake

(1) Static pressure - (30)

(2) Total pressure - (150)

2. Transition Information - Priority I Testing

A. Tunnel turbulence intensity measurements

o Hot wire system - (I channel)

B. Laminar boundary layer transition definition

o Pressure transducers, conditioners and power supply -(00-14 channels)

o Multiple channel signal amplifier/conditioner -(10-14 channels)

o Multiple channel scanner true RMS meter -(10-14 channels)

o Spectro Analyzer

o Real time paper trace read out of RMS signal -(10-14 channels)

C. Model Vibration

o Accelerometer - (I unit)
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3. High Pressure Air Supply - Priority I Testing

A. Air Supply Requirements
o (POa/PO) - 2.5

J Max
o (' maxj 0.03 Ibm/sec

B. High pressure air flow meters and appropriate Instrumentation

(pressure transducers and temperature sensors) (2 units)

4. Additional Instrumentation (Lower Priority)

o FM multiple track recorder - (18 channels)

o Acoustic measurements In tunnel/model (2 units)
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7.0 CONCLUSIONS

A high chord Reynolds number ATC/lamlnar airfoil geometry was defined providing

a high L/D potential. The airfoil design point corresponds to a C., = 0.73 at a

Mm - 0.6 and Re - 4 x IO7 with a L/D - 240. The ATC/laminar airfoil design conceptco c
is an integration of passive laminar flow stabilization with active diffusion control

to provide a highly energy efficient concept. At the design point C Z (0.73), the

laminar flow region extends to 80 and 44 percent of the upper and lower surfaces,

respectively. The corresponding stability analysis of the large upper surface laminar

region exhibits a very stable passive laminar flow design. This Is demonstrated by

the low value of maximum spatial amplification ratio of 4.5, up to the wall jet, well

below the transition onset criteria of 9. An additional benefit of the ATC laminar

airfoil concept Is the potential for off-design high maneuvering lifts obtained with

the integration of blowing and trailing edge camber. The ATC/laminar airfoil concept

is a simple geometry configuration providing the "best of two worlds"; (1) low drag

cruise design CP (0.73), M (0.6) and Rec (4 x 107), at a high L/D - 240, and (2)

high maneuvering lifts at low drag levels associated with C roof-top loading andP

BLC.

Full scale high Reynolds number passive laminar flow stabilization experiments

were conducted in an Air Boundary Layer Channel (ABLC) simulating the airfoil

upper surface velocity distribution from X/C = 0.0 to 0.8. Three major experiments

were conducted in an Air Boundary Layer Channel (ABLC). Three major experiments

were performed; (1) validation of the passive laminar flow concept, (2) examination

of real flow freestream turbulence intensity influence, and (3) identification of

fabrication tolerance. Validation of the ATC/laminar airfoil upper surface passive

laminar flow concept was obtained at the design point Re tran = 40 x 10 and was
6extended to a Retran 0 48 x 10 . The tests were very stable and repeatable for the

entire high Reynolds number operating range from 40 x 106 to 48 x i06. Examination

of the real flow freestream turbulence intensity influence identified a strong

dependency of maximum Re performance on the level of intensity. For the designtranpoint Reynolds number (4 x 70/) the stable margin between maximum spatial amplifica-

tion ratio of 4.5 and transition onset of 9 represents the transition onset resistance

to real flow influences. This is demonstrated by a critical turbulence intensity

value of 0.1%, at Re tran - 4 x 107, approximately 4-5 times larger than the flight

environment. The ATC/laminar airfoil critical fabrication tolerances were Identified

from discrete roughness height and gap/slot width transition onset tests. The

critical ReK - Uk K/v values for the discrete roughness data ranged from 100 to 200,
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while the gap-slot width data ranged from 20,000 to 45,000. This quantified the

importance of protuberances In design considerations. Applying these critical values

to full scale aircraft configurations identifies tolerance levels well within the

capabilities of present day composite wing technology. The ABLC proved to be a

unique facility for performing full scale laminar flow/transition experiments and

controlling the test environment.

An analytical examination was performed of real flow perturbation parameters

which potentially Influence the airfoil design point performance. These parameters

Included unit Reynolds number scaling, model/freestream temperature difference,

freestream turbulence, and crossflow disturbances. It was determined that unit

Reynolds number does not influence the transition onset correlation (e), but does

directly Influence the local boundary layer parameters which govern the critical

surface tolerances. Examination of model/freestream temperature difference identified

potential trade-offs for the ATC/laminar airfoil design concept. For example, a

heated wing stability analysis, representative of a de-icing requirement, does not

appear to degrade the airfoil design point performance while the alternative of

cooling the wing surfaces indicates substantial improvement In laminar flow stabiliza-

tion. Examination of three-dimensional crossflow effects identified passive laminar

flow design considerations for swept wing configurations. Although a swept wing

configuration is not required for the subsonic design point M. (0.6), the prospect

of extending the concept applications to higher transonic Mach numbers opens new

posilbilities for low drag spanwise optimization.

A detailed examination of the ATC/lamlnar airfoil performance, subject to

candidate wind tunnel and flight test environments and operating envelopes,

verified the test validation potential. Even with the strong coupling in a

wind tunnel facility between M.., Rec, and freestream turbulence, all critical

features of the concept can be demonstrated. The high Rec (> 35 x 10 ) charac-
teristics of the upper surface stabilization can be validated at M = 0.3 and

low angle of attack. Overall high Re results for design/off-design airfoil
c

stabilization and blowing can be simulated at M - 0.3 and Rec - 25 x 105. Com-
c 6pressibility effects can be determined by testing at MW - 0.6, Rec = 10 x 10

Measured Ct Cd, C , and C distributions, along with flow disturbance data,
V C p

perturbation analysis, and performance predictions from the present effort, will
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11
provide for a high confidence level wind tunnel validation of both conceptual and
predictive approaches. Preliminary design studies of test hardware/accessory re-
quirements reinforce the practicality of the wind tunnel tests. The present study
also Indicates flight testing to be a viable direct validation candidate, sub-

sequent to preliminary tunnel testing to ascertain flying quality limits.
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8.0 RECOMMENDATIONS

The present contract has provided a firm design and evaluation data base for

the ATC/laminar airfoil concept and has provided supportive experimental results

from Air Boundary Layer Channel simulations, Two specific recommendations for

additional study follow from this data base; (1) wind tunnel validation of the

design concept, and (2) extension of the concept to transonic swept wing configura-

tions. A two-dimensional wind tunnel validation of the ATC/laminar airfoil

concept, as discussed in Section 7.0, would provide the necessary data for

evaluating optimum performance of the integrated design. The tunnel test would

also provide validation of prediction methods and empirical correlations and

lay the groundwork for subsequent flight testing. Extension of the ATC/laminar

wing concept to transonic speeds, lower chord Reynolds numbers, and swept wing

configurations has the potential for new flexibility In low drag flight vehicle

optimization. An analytical design study for a three-dimensional finite swept

wing configuration Incorporating the features of passive stabilization and coupled

active diffusion control would be the initial step. Use would be made of super-

critical results from validations already performed for active diffusion control

airfoils. 5,6 This effort would lead into full scale wind tunnel/flight demonstra-

tions of the passive-diffusion control coupling.
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